fanuszewski

BY:

EXISTING SIGNS

6 18 EXISTING SIGNALS

PROPOSED LED SIGNALS

- <  FLASHING

'- : . - 6 T2
OVERHEAD LINE. HEIGHTS ' SHIELD SHIELD - @ ® | . @ @
AT 10" SOUTH OF POLE | 'ASSEMBLY ASSEMBLY SHIELD SHIELD o ,
o o (307%51 ") (307x51") ASSEMBLY  ASSEMBLY 2 12 12
: AR - e (487%75") (487x75") .
SECONDARY = 2¢'-5%
_ PRIMARY =_3I-2 13,13b, 14, 14b
CRAIGTOWN RD
' D-3(1)
OVERHEAD LINE HEIGHTS (VAR. x16")
AT 12/ EAST OF POLE
&P = 29"
C&P = 23-2¢
C&P = 25-0°
SHA, RIGHT OF WAY
SH.A. RIGHT OF WAY ,
CONOWINGO POWER
25848 _
150/
MD 275 ‘
| | MD 275 ‘\\‘x
O O () o) 9] (o) O 9] T O O o) T O = '

OVERHEAD LINE HEIGHTS
AT THE EDGE OF ROAD

CATV = 2-%
| SECONDARY = 24'-9'
PRIMARY = 28'-'

SHA.RIGHT OF WAY

S.H.A. RIGHT OF WAY

~CONSTRUCTION DETAILS

A. REMOVE EXISTING SIGNAL HEADS AND INSTALL PROPOSED LED
SIGNAL HEADS. ~

GEOMETRIC LEGEND

EXISTING
PROPOSED

GENERAL NOTES

1. VIDEQ CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH
THE SHA ENGINEER. '

2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET
. LOCATIONS.PRIOR TO INSTALLATION.

3. FOR FINAL PAVEMENT MARKINGS REFER TG THE PAVEMENT MARKING
PLANS, OTHER THAN THOSE DETAILED ON THE PLAN. ALL PAVEMENT
g$§§é§SSSSHALL BE INSTALLED IN ACCORDANCE WITH MSHA

4. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE

E?EEEETY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW

S. ALL PROPUSEé LUMINAIRES SHALL BE SUPPLIED WITH A PHOTOCELL.

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL
gigEAéAgQELE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL

7. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR
TO INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITIY
CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE
PROJECT ENGINEER.

8. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE
FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST
ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES
AS SPECIFIED IN MD 816.03, MD 818.01. MD 818.02, MD 818.04.
THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE
INSTALLATION OF ALL SIGNAL EQUIPMENT.
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